1. INSPECTION TYPE (“'x”’ one) 2. AGREEMENT, P.O. OR CONTRACT NO. | 3. CONTRACT DATE
VEHICLE/HEAVY EQUIPMENT | [. sgnu
INSPECTION CHECKLIST 4. FIRE NAME 5. FIRE NO.
D b. Pre-use
6. UNIT 7. EQUIPMENT TYPE
D c. Release
8. OWNER (Name) 9. MILEAGE (Start) 10. DATE 11. MODEL 12. MAKE
13. VENDOR (If other than owner) 14. MILEAGE (End) 15. DATE 16. SERIAL NO.
. SATISFACTORY . " SATISFACTORY
Section I-Tractor and/or Motor Patrol VEs NO Section li-Trucks, Sedan, Jeep, Pick-up, etc. VES NO
1. Canopy, roll-over protection system. Frame, 3x3x3/8" or 3" XX plpe. 1. Steering. Over 3" free play, check tie rod ends. T ]
3/16" top; secured to main frame of tractor.
- 2. Clutch. Proper adjustment, 3/4" free travel.
2. Belly plate and radmor guard. Securely mounted. *
- - - 3. Brakes, foot and hand. Must hold firm.
3. Lights mounted and working. Operating. —
4, Gages. All gauges must be working. o TR
4. Cables and hydraulic system. Not frayed, have extra, no drips in Y 4
hydraulic system. 5. Horn. In working order.
- " " - *
5. Blade hosit brake holding, Operate smoothly, hold at any point. 6. Rearview mirror and wipers. In working order.
s ions, Its. If not sati \ it
6. Master olutch. Operator under load, (check for slippage). - Seats and cushions, seat bels. If not salistactory. raport conditions
7. Steering clutches. Must have 3-4" free play. * 8. Cooling system. Check radiator and hoses.
8. Brakes. Must hold at half travel. x 9. Engine. Check for knocks and leaks.
9. Gages working. All gauges must be working. . 10. Oil level and condition. Full and clean.
10, Fuel system. Must be free of drips and full tank. ) 11. Electrical system. Generator and starter working.
11. Cooling system. Free of leaks. * 12. Battery. Check for corrosion on terminals.
12. Fan and fan belts. Check for frayed condition. 13. Transmission. Check for leaks.
13. Battery. Check for corrosion on terminals. 14. Drive line-U-joints. Check for looseness.
14, Engine supports, equalizer bar, springs, main springs. Check shaekle 15. Differential, Check for leaks.
bolts, shifted spring lever. "
—1|16. 4-Wheel drive. Check gear boxes, drips.
15. Muffler and spark arrester. Must be approved type, check with stlck.* 17. Springs and shocks. Check hangers. *
16. Engine. Run, check oil pressure, and knock. 18. Tie Rod. Looseness and bent. Come » *
17. Final drive, transmission and ditferential. Check for dripping. 19, Frame. Cracks and bent. *
18. Tracks and rollers. Grousers height under 1-1/4", loose rollers, 20. Lubrication. Dry fittings. AL T
broken flanges. - T
21. Tires, wheels, lug bolts. Depth of tread and cuts. Lip ety
19. Dozer and assembly. Trunnion bolts missing, cracks. - — - >
g 22. Lights. Must be all working.
20. Proper lubrication. Check for dry fittings.
vy e — | |23. Glass. Report all cracks, shattered. *
21.Tires. Check depth of tread, cuts, list under remarks.
— 1 | | 24. Body condition. Report all dents and scratches.
22. Sprocket and idlers. Cracks in spokes, sprocket teeth sharp. 25. Exhaust System. Check for leaks. *
23. Drawbar. Servicable, safe. 26. Fuel System. Check for leaks.
24. Test run. Cover 5, 6, 7, 8, and 9. 27. Accessories. Must have jack, wheel wrench, spare tire and wheel.
Section lli-Power Saw and/or Pumps Section IV-Accessories (Mark “x” if in/on vehicle)
1. Clean. D 1. Accident Forms l:l 2. Steps D 3. Mud Flap
2. Visible parts broken. .
3. Oil in gear case. [J 4. Log Book O s. Tow chain O 6. putaski
4. Oil in chain oiler.
- Mhc. tooks, funinel & gas can. O 7. Fiest Aig kit O 6. gack O o. shovel
8. Visible bolts and nuts tight.
7. Gas and oil properly mixed. D 10. Fire Extinguisher D 11. Wheel Wrench D 12. Flare Signals
8. Cutting bar straight. *
9. Exhaust system & spark arrester. D 13. License Plates D 14. Tire Chains D 15. Chock Blocks
10. Motor idle evenly & run smoothly. (if Govt. operator)
11. Satisfactory power.
12. Chain condition. * D 16. Reflectors D 17. Other.
17. VENDOR (Signature) 18. TITLE 19. DATE
20. INSPECTOR (Signature) 21. TITLE 22. DATE
* Safety Items-Do not accept until repaired. (OVER) NSN 7540-01-120-0607 e 8 SJEIAO/TJQII-JIFORM 296 (9-81)
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Section V-Pickup and Sedan Body Condition

Initial Receipt Inspection (Before) Return Receipt inspection (After)

Section VI-Remarks by ltem No. (Optional)

OPTIONAL FORM 296 BACK (9-81) *U.S.GPO:1992-0-316-068
USDA/USDI



